Royal Enfield Himalayan

Periodical Maintenance
The Periodical maintenance schedule detailed below is based upon average riding conditions and indicates the Intervals at which regular inspections, adjustments, replacements and lubrications must be carried out to help maintain your Himalayan motorcycle meticulously. If in case the motorcycle is used frequently in very dusty environment / severe climatic conditions / Poor Roads / stagnant water etc., the maintenance will need to be done earlier as may be required. Contact a nearest Royal Enfield Authorized Dealer / Service Center to carry out the periodical maintenance and for any expert advice.
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THERE IS NO FREE SERVICE, DISREGARD WHER IT SAYS FREE SERVICE IN THE CHART ABOVE!
[bookmark: _GoBack]
image1.png
SI. FREE SERVICE PAID SERVICE
No. DESCRIPTION whicheveris earlier whicheveris earlier

Kms (x 1000) | 0.5 5 10 15 (20| 25|30 | 35 (40| 45|50

Months | 1.5 6 2 18 | 24 | 30| 36 421 48 | 54 |60

1 |EngineOil (Level check/ Replace) R I R I R I R I - R I R

Check level at every 1000 Kms or earlier as required

2 |QilFilter Element R R R R R R

3 [Engineoilstraineron crankcase LH C C C C C C
4 [Inlet/Exhaust Tappet setting 1&A [I&AJI&RA]I&A]IZA[I&AJI&A[I&A]I&A]I&A]I&A
A : Adjust C: Clean | : Inspect T :Re-tighten (2) L : Lubricate R : Replace

* Refer Service Manual. # Service more frequently when ridden in unusually wet or dusty areas.

# Service more frequently when riding in rain or at full throttle.
(1) Tyre to be replaced if the tyre wear identification mark reached (2) To be done at authorised Royal Enfield Dealer / Service Center
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SI. FREE SERVICE PAID SERVICE
No. DESCRIPTION whichever is earlier whicheveris earlier
Kms (x 1000) |0.5| 5 10|15 [20] 25|30 | 35|40 | 45|50
Months | 1.5 6 2 |18 (24 |30]|36 | 42|48 | 54|60
5 |Rubber hose, Inlet manifold * | | R | R | R | R | R
6 |Oil coolerinlet & outlet pipes * | | | R | | R | | R |
7 |Spark plug IC&A[C&A|C&A|] R |C&A[C&A[ R [C&A|C&A] R |C&A
8 |HT leadsforcrack | | | | | | R | | | |
9 [Fuel Hose | | | R | | R | | R |
10 | Fuel Hose & Clip/ Injector 'O’ ring/ Seal Ring | | | R | | R | | R |
1 [Fuel Pump Check for screw tightness in all services
o C C R C R C R C R C R
12| Airfilter element Clean/ Replace more frequently if motorcyclealways used
industy / off Road conditions.

A : Adjust C: Clean | : Inspect T :Re-tighten (2) L : Lubricate R : Replace
* Refer Service Manual. # Service more frequently when ridden in unusually wet or dusty areas.

# Service more frequently when riding in rain or at full throttle.
(1) Tyre to be replaced if the tyre wear identification mark reached (2) To be done at authorised Royal Enfield Dealer / Service Center
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No. DESCRIPTION whicheve s eatter Whichever s eatfer
Kms (x 1000) [0.5] 5 10| 15 |20| 25 (30 | 35|40 | 45|50
Months |15 | 6 2 |18 |24 (30|36 | 42| 48| 54|60
13 _|Accelerator Cable | | R | R | R | R | R
14 |RubberHose, Airfitler to Throttle body | | R | R | R | R | R
15 | PAV pipes & Hose clip | | | | | R | | | | R
16 |Throttle body- Cleaning spray* Carbo cleaner/ carb click/ or Fuel !ine clea_nersp_ray every
6000 Km or 6 months whichever is earlier
17 _|Clutch Cable | | R | R | R | R | R
18 |Clutchfreeplay Adjust every 1000 Kms or earlier as required
19 |Clutchnoslippage | | | | | | | | | | |
20 |Clutch Plates R R R
A : Adjust C: Clean | : Inspect T :Re-tighten (2) L : Lubricate R : Replace
* Refer Service Manual. # Service more frequently when ridden in unusually wet or dusty areas.

# Service more frequently when riding in rain or at full throttle.
(1) Tyre to be replaced if the tyre wear identification mark reached (2) To be done at authorised Royal Enfield Dealer / Service Center
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SI. FREE SERVICE PAID SERVICE

No. DESCRIPTION whicheveris earlier whicheveris earlier

Kms (x 1000) | 0.5 5 10 15 20| 25 ] 30 35140 | 45|50
Months | 1.5 6 12 18 24 | 30 | 36 42 | 48 54 {60

21 | Cam Chain/ Chain Pads / Autochain Tensioner | | | | | | | | | | |I&R

22 |Inlet/Exhaust valve seating (compression test) * | |
1& A | Inspect,adjust & lubricate for every 5000 km or earlier as
required. Replaceif necessary

23 |Steeringhead bearings #

24 | Front Fork oil | | | R | | R | | R |

25 | Fuel Pipe | | R | R | R | R | R
26 | Battery terminals (apply petroleumjelly) C C C C C C C C C C C

27 |Earth wireeyelet Tightness | | | | |

28 | Hydraulic Brake Fluid - Front & Rear # | | R | R | R | R | R

29 | Hydraulic brake hose & Washers - Front & Rear # | | | | R | | | R | |
A : Adjust C:Clean | : Inspect T:Re-tighten (2) L : Lubricate R : Replace
* Refer Service Manual. # Service more frequently when ridden in unusually wet or dusty areas.

# Service more frequently when riding in rain or at full throttle.
(1) Tyre to be replaced if the tyre wear identification mark reached (2) To be done at authorised Royal Enfield Dealer / Service Center
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SI.
No. DESCRIPTION

FREE SERVICE
whicheveris earlier

PAID SERVICE
whicheveris earlier

Kms (x 1000) [0.5] 5 10 [ 15 |20 25|30 ] 35|40 | 45|50

Months |15 | 6 2 118 |24 (30|36 | 42| 48| 54|60
30 [Brake Pads - Front & Rear # | | R | R | R | R | R
31 |Tyrewearpattern (Front & Rean)# (1) | | | | | R | | | | R
32 [Spokes tightness / Wheel rim run out front & rear # | | | | | | | | | | |
33 [Front &Rear wheel bearings for play # | | | | I [I&R] | | | I |I&R

34 |Swingarm Pivot Bearings #

Inspect & lubricate for every 5000 km or earlier as required.

: Replaceif necessary

35 [RearSuspension Linkages #

| Inspect & lubricate for every 5000 km or earlieras required.
Replaceif necessary

36 |Rear Drive Chain #

Clean, Lubricate & Adjust every 1000 Kms or earlier as required

37 [Drive chain & Sprocketsset #

| | R | R | R | R | R

A : Adjust C:Clean | : Inspect

T :Re-tighten (2) L : Lubricate R : Replace

* Refer Service Manual.

(1) Tyre to be replaced if the tyre wear identification mark reached

# Service more frequently when ridden in unusually wet or dusty areas.
# Service more frequently when riding in rain or at full throttle.

(2) To be done at authorised Royal Enfield Dealer / Service Center
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SI. FREE SERVICE PAID SERVICE
No. DESCRIPTION whichever is earlier whicheveris earlier
Kms (x 1000) |0.5| 5 10 15 (20| 25 | 30 35|40 | 45 (50
Months | 1.5 6 12 18 [ 24 | 30| 36 42 | 48 | 54 (60
38 [Rearwheel cush driverubbers # | | R | R | R | R | R
39 |AllMounting Fasteners in vehicle for tightness # 1&T |I&T [I&T [I&T [I&T|I&T]I&T [I&T [I&T | I&T|I&T
40 [Handlevers, Centrestand, side stand, Rider & Pillion foot rest Pivots & Gearshift Levers # Lubricate every 1000 Kms or earlier as required
41 |Evaporative Emission Equipment rubber hoses * | | | R | | R | | R |
A : Adjust C:Clean | : Inspect T:Re-tighten (2) L : Lubricate R : Replace
* Refer Service Manual. # Service more frequently when ridden in unusually wet or dusty areas.

# Service more frequently when riding in rain or at full throttle.
(1) Tyre to be replaced if the tyre wear identification mark reached (2) To be done at authorised Royal Enfield Dealer / Service Center





