Royal Enfield Interceptor 650 

Periodical Maintenance
The maintenance schedule detailed here will help you to maintain your interceptor INT 650 motorcycle meticulously to get a long trouble free service. The schedule provided herein is based upon an average riding conditions and indicates the km/miles at which regular inspections, adjustments, replacements and lubrications are to be carried out. The frequency of the maintenance must be shortened depending upon the severity of the driving condition or if the motorcycle is used in a very dust environment. Contact the nearest Royal Enfield Authorized Service Centre for expert advice and to carry out the required maintenance.
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,\?(I)'_ DESCRIPTION PERIODIC MAINTENANCE
Kms (x1000) |0.5| 5 10 115 120 2530 ] 35|40 45] 50
Months | 1.5 [ 12 2 [ 24 124 ]| 36 [36 | 48] 48 | 60 60
. . R R R R R R
1 |EngineQil (#) Check level at every 1000 Kms or earlier and top up as required
2 |Engineoil filter element (#) R R R R R R
3 |Inlet and Exhaust valve clearance (**) | | | | | |
4 |Spark plug | | | | R | | | R | |
5 |HT leadfor crack | | | | | | | | | | |
| - Inspect (Clean, Adjust, lubricate or replace if necessary) L - Lubricate R - Replace C- Clean

(#) - After First service, Engine oil and Engine oil filter replacement is a mandatory at every 12 months even the vehicle has not covered the specified kms.
(**)- After First service, Valve clearance adjustment is a mandatory at every 12 months even the vehicle has not covered the specified kms.
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Sl. DESCRIPTION PERIODIC MAINTENANCE

Kms (x1000) [05] 5 [10] 15 [ 20] 2530 35]40] 45] 50
Months | 1.5 | 12 2 1 24| 24| 36|36 | 48| 48 | 60| 60

6 |Rubberhose, Airfilter to Throttle body | | | | | | | | | | |

7 |Rubberhose, Inlet manifold/ Adaptor | | | | | | | | | | |

8 |Evaporative Emission Equipmentrubberhoses | | | | | | | | | | |

9

Fuel filter - External R R
C C R C R C R C R C R

Clean/replace more frequently if operated in dusty condition
1 [ Vent Pipeunder air filter box | | | | | | | | | |
12 [Hose - Secondary Air | | | | | | | | | | |

10 |Airfilterelement

13 |Acceleratorand Throttle pulley cables free play A A A A A A A Al A A A
14 |Clutch Cable/ leverfree play Adjust every 1000 Kms or earlier as required
15 [Hand levers pivot point Lubricate every 1000 Kms or earlier as required

| - Inspect (Clean, Adjust, lubricate or replace if necessary) L - Lubricate R - Replace C- Clean

(#) - After First service, Engine oil and Engine oil filter replacement is a mandatory at every 12 months even the vehicle has not covered the specified kms.
(**)- After Firstservice, Valve clearance adjustment is a mandatory at every 12 months even the vehicle has not covered the specified kms.
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NS(I)'_ DESCRIPTION PERIODIC MAINTENANCE
Kms (x1000) [05] 5 [ 10| 5[ 20] 25[30] 35[40] 45] 50
Months | 15 | 12 | 12 [ 24 | 24| 36 | 36 | 48] 48 | 60/ 60
16 |Brake pads - Front and Rear | | | | | | | | | | |
17 | Disc Brake fluid level - Front and Rear | | | | R | | | R | |
18 [Rear brake pedal and Gear change pedal pivot L L L L L L L L L L L
19 |Brake hose and Banjo Bolt - Front and Rear | | | | | | | | | | |
20 |FrontFork oil leak ! I_ ! ! ! ! ! - I I - ! - I_
Replace oil at every 60000 kms or any work carried out whichever is earlier
21 |Steering tapperrollerbearing Play | | | | | | | | | | |
22 | reor v e e e e ayicate nd
23 | Rear wheel Cush rubbers | |
24 | Spokes tightness / Wheel rim run out front and rear | | | | | | | | | | |

| - Inspect (Clean, Adjust, lubricate or replace if necessary)

L - Lubricate
(#) - After First service, Engine oil and Engine oil filter replacement is a mandatory at every 12 months even the vehicle has not covered the specified kms.
(**)- After First service, Valve clearance adjustment is a mandatory at every 12 months even the vehicle has not covered the specified kms.

R - Replace

C- Clean
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,\?(I)'_ DESCRIPTION PERIODIC MAINTENANCE
Kms (x 1000) [0.5f 5 10 15 20| 25 ] 30 35140 45] 50
Months [ 1.5 | 12 2 | 24| 24| 36|36 | 48| 48| 60| 60
25 | Battery terminals (apply petroleum jelly) C C C C C C C C C C C
26 |Battery electolytelevels (Not applicable for sealed battery) | | | | | | | | | | |
27 |Earth wireeyelet tightness | | | | |
28 | Tyre wear pattern front and rear | | | | | | | | | | |
29 |Pivot-Side Stand, Centre Stand L L L L L L L L L L L
30 | Riderand Pillion Foot rest pivot L L L L L L L L L L L
31 | Allmounting fastenersin vehiclefor tightness | | | | | | | | | | |
| - Inspect (Clean, Adjust, lubricate or replace if necessary) L - Lubricate R - Replace C- Clean

(#) - After First service, Engine oil and Engine oil filter replacement is a mandatory at every 12 months even the vehicle has not covered the specified kms.
(**)- After First service, Valve clearance adjustment is a mandatory at every 12 months even the vehicle has not covered the specified kms.

NOTE

For Maintenance after 50,000 Kms, Please repeat the same frequency specified above, in consultation with a Royal Enfield Authorised Dealer / Service
Centre.





