




Indian Motorcycle PowerPlus 112 Service Schedule
These tables are pulled from the Rider’s Manual for the following MY25 bikes:

Indian Challenger
Indian Pursuit
Indian Chieftain PowerPlus
Indian Roadmaster PowerPlus

If you are consulting this document to service a newer or different PowerPlus model, we recommend you review the owner’s manual provided to you.
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When the vehicle goes beyond 50,000 miles, return to the 500-mile chart and start the interval process over.
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10,000 mi (16,000 km) Service

Item Remarks
XU |AirFilter Replace
D |Crankcase Ventilation System Inspect; tighten, clean, adjust
Coolant Level Inspect: add recommended coolant as directed
Snpec Ol fisualinspection for cracks or deformation is required whenever
the rear wheel is removed. Replace if damage is found
0 [oriveBett Inspect: tighten, clean, adjust
0 [Engine Compression Inspect; correct if necessary
XU~ |Engine 0il & Filter Change Change oil and filter, inspect used oilfor contaminants
¢ |Evaporative Emission Control R——
System
P A— :\s::ab::‘y‘:vsa::ro;:s replace if necessary. Check and re-torque
0 |FuelSystem Inspect; clean
D |OilLines/ Oil SystemInspection | Inspect; clean, adjust if necessary
Battery Check terminals; clean
D |Brake Fluid Replace (00T 4)
XU/ D [Brake Pads Inspect pad wear: replace if worn beyond service limit
D |ClutchLever Lubricate with properlubricant as directed
D |Clutch Cable Freeplay Inspect; adjust if necessary
D |Clutch Pinion Shaft Clevis Inspect: ubricate with proper lubricants as directed
D |Clutch Cable Ends Lubricate with properlubricant as directed
D |Fasteners Inspect: tighten if necessary
D |Front Brake Lever Adjust f necessary, lubricate with proper lubricant as directed
0 |Front Fork 0l Inspect: replace at specified interval or every 2 years
D |Front Forks and Front Axle Inspect; adjust if necessary
b |eaiionsg !:lp;:e':djusi if necessary; lubricate with proper lubricant as
D [ Gear Position Switch Inspect: clean
0 [HeadLignt Inspect; adjust if necessary
b | :;::‘::djusi if necessary; lubricate with proper lubricant as
D |RearShock Absorber Inspect; adjust if necessary
D [RearWheel Alignment Inspect; adjust if necessary
Road Test Perform Road Test
D [sidestand Lubricate with properlubricant as directed
D [steering Bearings Inspect
D [Suspension Linkage, Rear Inspect
D [SwingArm and Rear Axle Inspect
D [Tires/ Wheels Inspect tread depth, sidewall cracking, wear patterns
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15,000 mi (24,000 km) Service

Item Remarks
XU~ [airFilter Inspect; replace f necessary
D |Crankcase Ventilation System Inspect; tighten, clean, adjust
Coolant Level Inspect: add recommended coolant as directed
Goengersiition e Visual inspection for cracks or deformation is required whenever
the rear wheel s removed. Replace if damage is found,
D |DriveBelt Inspect; tighten, clean, adjust
XU~ |Engine 0il & Filter Change Change oil and filter, inspect used oilfor contaminants
¢ |Evaporative Emission Control T,
System
E |Exhaust System Inspect; adjust: correct; replace if necessary
D |FuelSystem Inspect; clean
D |OilLines/ il System Inspection | Inspect; clean, adjust if necessary
D/E |SparkPlugs Inspect; torque to specification
Battery Check terminals; clean
D |Brake Fluid Change every two years (DOT 4)
XU/ D [Brake Pads Inspect pad wear: replace if worn beyond service limit
D |ClutchLever Inspect: lubricate with proper lubricants as directed
D |Clutch Cable Freeplay Inspect; adjust if necessary
D |Clutch Pinion Shaft Clevis Inspect: lubricate with proper lubricants as directed
D [cluteh Cable Ends Inspect: lubricate with proper lubricants as directed
D |Fasteners Inspect; tighten if necessary
D [Front Brake Lever Adjust f necessary, lubricate with proper lubricant as directed
D |Front ForkOil Replace
D [Front Forks and Front Axle Inspect; adjust if necessary
T \dr;lp:‘:':djus' if necessary; lubricate with proper lubricants as
b Fosns \dr;lp:‘:':djus' if necessary; lubricate with proper lubricant as
D |Rear Shock Absorber Inspect; adjust if necessary
D |Rear Wheel Alignment Inspect; adjust if necessary
Road Test Perform Road Test
b |Secient \dni::‘:—:ajus: if necessary, lubricate with proper lubricant as
D |Steering Bearings Inspect
D |Suspension Linkage, Rear Inspect
D |Swing Arm and Rear Axle Inspect
D |Tires/ Wheels Inspect tread depth, sidewall cracking, wear patterns
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20,000 mi (32,000 km) Service

Item Remarks
XU~ |AirFilter Replace
D |Crankcase Ventilation System Inspect; tighten, clean, adjust
Coolant Level Inspect; add recommended coolant as directed
A Visual inspection for cracks or deformation is required whenever
the rear wheel is removed. Replace if damage is found
D [Drive Belt Inspect; tighten, clean, adjust
D [Engine Compression Inspect; correct f necessary
XU~ |Engine 0il & Filter Change Change oil and filter, inspect used oilfor contaminants
¢ |Evaporative Emission Control N—
System
[ Inspect;adjus; orrect;replac if necessary. Check and re-torque
all sealed exhaust joints
D |FuelSystem Inspect: clean
Key Fob Battery Replace
D |0l Lines/ Oil System Inspection | Inspect; clean, adjust if necessary
Battery Check terminals; clean
D |Brake Fluid Replace (00T 4]
XU/ D |Brake Pads Inspect pad wear: replace if worn beyond service limit
D |Clutch Lever Lubricate with properlubricant as directed
D |Clutch Cable Freeplay Inspect; adjust if necessary
D | Clutch Pinion Shaft Clevis Inspect: lubricate with proper lubricants as directed
D |Clutch Cable Ends Lubricate with properlubricant as directed
D |Fasteners Inspect; tighten if necessary
D |Front Brake Lever Adjust f necessary, lubricate with proper lubricant as directed
D |Front Fork il Inspect: replace at specified interval or every 2 years
D |Front Forks and Front Axle Inspect; adjust if necessary
B g \dn:ep:‘:—;mu tif necessary; lubricate with proper lubricants as
D |Gear Position Switcl Inspect; clean.
D [Head Light Inspect: adjust if necessary
i |Harits :;Ep::dsmus: if necessary; lubricate with proper lubricant as
D [Rear Shock Absorber Inspect; adjust if necessary
D [Rear Wheel Alignment Inspect: adjust if necessary
Road Test Perform Road Test
D |[sidestand Lubricate with properlubricant as directed
D |[Steering Bearings Inspect
D [Suspension Linkage, Rear Inspect
D [Swing Armand Rear Axle Inspect
D [Tires/ Wheels Inspect tread depth, sidewall cracking, wear patterns
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25,000 mi (40,000 km) Service

Item Remarks
XU~ |airFilter Inspect: replace if necessary
D |Crankcase VentiiationS Inspect; tighten, clean, adjust
Coolant Level Inspect: add recommended coolant as directed
S Visual inspection for cracks or deformation is required whenever
the rear wheel is removed. Replace if damage is found.
D |Drive Belt Inspect; tighten, clean, adjust
XU~ |Engine 0il & Filter Change Change oil and filter, inspect used oilfor contaminants
¢ |Evaporative Emission Control e
System
E |Exhaust System Inspect; adjust; correct; replace if necess:
D |FuelSystem Inspect; clean
D |0l Lines/ Oil System Inspection | Inspect; clean, adjust if necessary
Battery Check terminals; clean
D |Brake Fluid Change every two years (DOT 4)
XU/ D [Brake Pads Inspect pad wear: replace if worn beyond service limit
D |Clutch Lever Inspect: lubricate with proper lubricants as directed
D |Clutch Cable Freeplay Inspect; adjust if necessary
D | Clutch Pinion Shaft Clevis Inspect: ubricate with proper lubricants as directed
D |Clutch Cable Ends Inspect: ubricate with proper lubricants as directed
D |Fasteners Inspect; tighten if necessary
D [FrontBrake Lever Adjust f necessary, lubricate with proper lubricant as directed
D |Front Fork il Inspect: replace at specified interval or every 2 years
D |Front Forks and Front Axle Inspect; adjust if necessary
g T !:::;dzd)u’ necessary; lubricate with proper lubricants as
B s !:::;dzd)u’ necessary; lubricate with proper lubricant as
D |Rear Shock Absorber Inspect; adjust if necessary
D |Rear Wheel Alignment Inspect; adjust if necessary
Road Test Perform Road Test
o |sidestand \dn‘::‘:::d;us: if necessary, lubricate with proper lubricant as
D |Steering Bearings Inspect
D |Suspension Linkage, Rear Inspect
D |Swing Armand Rear Axle Inspect
D |Tires/ Wheels Inspect tread depth, sidewall cracking, wear patterns
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30,000 mi (48,000 km) Service

item Remarks
XU |AirFilter Replace
D |Crankcase Ventilation System Inspect; tighten, clean, adjust
Coolant Level Inspect; add recommended coolant as directed
ool Visual inspection for cracks or deformation is required whenever
the rear wheel is removed. Replace if damage is found,
D [Drive Belt Replace
D [Engine Compression Inspect; correct if necessary
XU~ |Engine 0il & Filter Change Change oil and filter, inspect used oilfor contaminants
¢ |Evaporative Emission Control —
System
A [E— Inspect;adjus; orrect;replac if necessary. Check and re-torque
all sealed exhaust joints
D |FuelSystem Inspect; clean
D |0ilLines/ Oil System Inspection | Inspect; clean, adjust if necessary
D/E |SparkPlugs Inspect; torque to specification
Battery Check terminals; clean
D |Brake Fluid Replace (00T 4]
XU/ D [Brake Pads Inspect pad wear: replace if worn beyond service limit
D |Clutch Lever Lubricate with properlubricant as directed
D |Clutch Cable Freeplay Inspect; adjust if necessary
D | Clutch Pinion Shaft Clevis Inspect: lubricate with proper lubricants as directed
D |Clutch Cable Ends Lubricate with properlubricant as directed
D |Fasteners Inspect; tighten if necessary
D |FrontBrake Lever Lubricate with properlubricant as directed
D |Front Fork il Replace
D |Front Forks and Front Axle Inspect; adjust if necessary
g |l \dn‘:sp:‘:il;zd;us: if necessary; lubricate with proper lubricants as
D |Gear Position Switch Inspect; clean.
D |Head Light Inspect; adjust if necessary
o | Rearerate ped \dn:::::djus: if necessary; lubricate with proper lubricant as
D [Rear Shock Absorber Inspect; adjust if necessary
D [Rear Wheel Alignment Inspect; adjust if necessary
Road Test Perform Road Test
D |[sidestand Lubricate with proper lubric:
D |[Steering Bearings Inspect
D |Suspension Linkage, Rear Inspect
D [SwingArmand Rear Axle Inspect
D [Tires/ Wheels Inspect tread depth, sidewall cracking, wear patterns
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35,000 mi (52,000 km) Service

Item

Remarks

XU |airFilter

Inspect; replace if necessary

D |Crankease Ventilation System

Inspect; tighten, clean, adjust

Coolant Level

Inspect: add recommended coolant as directed

Damper, Cushion Drive

Visual inspection for cracks or deformation is required whenever
the rear wheel is removed. Replace if damage is found.

D |Drive Belt

Inspect; tighten, clean, adjust

XU |Engine 0il & Filter Change

Change oil and filter, inspect used oilfor contaminants

Evaporative Emission Control
System

Inspect; clean

E  |Exhaust System

Inspect; adjust: correct; replace if necessary

D |FuelSystem

Replace filter

D |0l Lines/ Oil System Inspection

Inspect; clean, adjust if necessary

Battery

Check terminals; clean

D |Brake Fluid

Change every two years (DOT 4)

XU/ D |Brake Pads

Inspect pad wear: replace if worn beyond service limit

D |ClutchLever

Inspect; lubricate with proper lubricants as directed

D |Clutch Cable Freeplay Inspect; adjust if necessary
D |Clutch Pinion Shaft Clevis Inspect: lubricate with proper lubricants as directed

D |Clutch Cable Ends Inspect: lubricate with proper lubricants as directed

D |Fasteners Inspect; tighten if necessary

D |FrontBrake Lever Adjust f necessary, lubricate with proper lubricant as directed
D |Front Fork il Inspect: replace at specified interval o every 2 years

D |Front Forks and Front Axle Inspect; adjust if necessary

D |Gear Shift Pedal

Inspect: adjust if necessary: lubricate with proper lubricants as
directed

D |RearBrake Pedal

Inspect; adjust if necessary: lubricate with proper lubricant as
directed

Rear Shock Absorber

Inspect; adjust if necessary

D |Rear Wheel Alignment

Inspect; adjust if necessary

Road Test Perform Road Test
D |Sidestand Lubricate with properlubricant as directed

D |Steering Bearings Inspect

D |Suspension Linkage, Rear Inspect

D |Swing Armand Rear Axle Inspect

D |Tires/ Wheels Inspect tread depth, sidewall cracking, wear patterns
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40,000 mi (64,000 km) Service

Item Remarks
XU~ |AirFilter Replace
D |Crankcase Ventilation System Inspect; tighten, clean, adjust
Coolant Level Inspect; add recommended coolant as directed
OSSN vl oo, o g st
D |Drive Belt Inspect; tighten, clean, adjust
D |Engine Compression Inspect; correct f necessary
XU~ |Engine Oil & Filter Change Change oil and filter, inspect sed oilfor contaminants
¢ |Evaporative Emission Control ———
System
- Inspect;adjus; correct;replace if necessary. Check and re-torque
all sealed exhaust joints
D [FuelSystem Inspect; clean
Key Fob Battery Replace
D [0l Lines/ Oil System Inspection | Inspect; clean, adjust if necessary
Battery Check terminals; clean
D |Brake Fluid Replace (00T 4)
XU/ D |Brake Pads Inspect pad wear: replace if worn beyond service limit
D |Clutch Lever Lubricate with properlubricant as directed
D |Clutch Cable Freeplay Inspect; adjust if necessary
D | Clutch Pinion Shaft Clevis Inspect: ubricate with proper lubricants as directed
D |Clutch Cable Ends Lubricate with properlubricant as directed
D |Fasteners Inspect; tighten if necessary
D |Front Brake Lever Adjust f necessary, lubricate with proper lubricant as directed
D |Front Fork il Inspect; replace at specified interval or every 2 years
D |Front Forks and Front Axle Inspect; adjust if necessary
i) |t \dn‘:ep:::d'\usi if necessary; lubricate with proper lubricants as
D |Gear Position Switch Inspect; clean.
D |Head Light Inspect; adjust if necessary
o —— \dn;ep:‘::dzd'\us: if necessary; lubricate with proper lubricant as
D |Rear Shock Absorber Inspect; adjust if necessary
D [Rear Wheel Alignment Inspect; adjust if necessary
Road Test Perform Road Test
D |[Sidestand Lubricate with properlubricant as directed
D |[Steering Bearings Inspect
D [Suspension Linkage, Rear Inspect
D [Swing Armand Rear Axle Inspect
D [Tires/ Wheels Inspect tread depth, sidewall cracking, wear patterns
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45,000 mi (72,000 km) Service

Item Remarks
XU |airFilter Inspect; replace if necessary
D |Crankcase Ventilation System Inspect; tighten, clean, adjust
Coolant Level Inspect: add recommended coolant as directed
oo BiTion e Visual inspection for cracks or deformation is required whenever
the rear wheel is removed. Replace if damage is found.
D [Drive Belt Inspect; tighten, clean, adjust
XU~ |Engine 0il & Filter Change Change oil and filter, inspect used oilfor contaminants
¢ |Evaporative Emission Control el e
System
E |Exhaust System Inspect; adjust: correct; replace if necessary
D |FuelSystem Inspect; clean
D |0l Lines/ Oil System Inspection | Inspect; clean, adjust if necessary
D/E |SparkPlugs Inspect; torque to specification
Battery Check terminals; clean
D |Brake Fluid Change every two years (00T 4)
XU/ D [Brake Pads Inspect pad wear: replace if worn beyond service limit
D |Clutch Lever Lubricate with properlubricant as directed
D |Clutch Cable Freeplay Inspect; adjust if necessary
D | Clutch Pinion Shaft Clevis Inspect: ubricate with proper lubricants as directed
D |Clutch Cable Ends Inspect; ubricate with proper lubricant as directed
D |Fasteners Inspect; tighten if necessary
D |Front Brake Lever Lubricate with properlubricant as directed
D |Front Fork il Inspect; replace at specified interval or every 2 years
D |Front Forks and Front Axle Inspect; adjust if necessary
o F—— \dn:::‘:msdus if necessary; lubricate with proper lubricants as
I \drj‘:ep:‘:':d‘us' if necessary; lubricate with proper lubricant as
D [Rear Shock Absorber Inspect; adjust if necessary
D [Rear Wheel Alignment Inspect; adjust if necessary
Road Test Perform Road Test
D |[sidestand Lubricate with properlubricant as directed
D |[Steering Bearings Inspect
D [Suspension Linkage, Rear Inspect
D [SwingArmand Rear Axle Inspect
D [Tires/ Wheels Inspect tread depth, sidewall cracking, wear patterns
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50,000 mi (80,000 km) Service

Item Remarks
XU |airFiter Replace
D |Crankcase Ventilation System Inspect; tighten, clean, adjust
D [coolant Drain, flush and refill
A — Visual inspection for cracks or deformation is required whenever
the rear wheel s removed. Replace if damage is found
D |DriveBelt Inspect; tighten, clean, adjust
D |Engine Compression Inspect; correct f necessary
D |Engine Mount Fasteners Inspect: tighten, adjust
XU~ |Engine Oil & Filter Change Change oil and filter,inspect used oilfor contaminants
E |Evaporative Emission Control System  [Inspect; clean
b |Eietn B
D |FuelSystem Inspect: clean
D |OilLines/ il System Inspection Inspect; clean, adjust if necessary
Battery Check terminals; clean
D |Brake Fluid Replace (00T 4)
XU/ D [Brake Pads Inspect pad wear: replace if worn beyond service limit
D |ClutchLever Lubricate with proper lubricant as directed
D |Clutch Cable Freeplay Inspect: adjust if necessary
D [Clutch Pinion Shaft Clevis Inspect; lubricate with proper lubricants as directed
D [Cluteh Cable Ends Lubricate with proper lubricant as directed
D [Fasteners Inspect; tighten if necessary
D [Front Brake Lever Adjust if necessary, lubricate with proper lubricant as directed
0 [FrontForkoi eplace at specified interval or every 2 years
D |Front Forks and Front Axle djust if necessary
T — :\::‘Cen adjust if necessary; lubricate with proper lubricants as
D [ Gear Position Switch Inspect; clean.
D [HeadLignt Inspect; adjust if necessary
o ‘a”\::mn djust if necessary: lubricate with proper lubricant as
D |Rear Shock Absorber Replace
D |Rear Wheel Alignment Inspect: adjust if necessary
Road Test Perform Road Test
D |[Sidestand Lubricate with proper lubricant as directed
D |Steering Bearings Inspect
D |Suspension Linkage, Rear Inspect
D |Swing Arm and Rear Axle Inspect
D |Tires/ Wheels Inspect tread depth, sidewall cracking, wear patterns
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Periodic Maintenance

Inspect, clean, lubricate, adjust and replace parts as necessary. When inspection reveals the need for replacement
parts, use genuine INDIAN MOTORCYCLE parts available from your dealer. Record service and maintenance
information on Maintenance Log.

Use of non-recommended lubricants and components can result in damage to the motorcycle. Damage

resulting from the use of non-recommended products is not covered by warranty.

Perform maintenance at the specified intervals. Vehicles subjected to severe use must be inspected and serviced
more frequently.
Severe Use Definition

« high speed operation for extended periods

« low speed operation for extended periods

« operation in dusty or otherwise adverse conditions

 operation in cold weather (temperatures below freezing)

« operation at max RPM for extended periods

« operation at minimum RPM with high load (lugging)

« operation with extreme load or weight

Maintenance Intervals

The maintenance interval charts outline required maintenance and inspection based on vehicle miles. Each table
states the number of miles that service is required on the vehicle. Some items or components may need to be
serviced more often due to severe use. When the vehicle goes beyond 50,000 mi (80,000 km) return to the 500 mi
(800 km) chart and start the interval process over.

Key

XU - Perform these procedures more often for vehicles subjected to severe use.
D - Have an authorized Indian Motorcycle dealer perform these services.

E - Emission Control System Service (California / International)
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500 mi (800 km) Service

Item Remarks
D [Crankcase Ventilation System Inspect; tighten, clean, adjust
Coolant Level Inspect: add recommended coolant as directed
D [Drive Belt Inspect; tighten, clean, adjust
M e 1o, oo e o
D |Engine Mount Fasteners Inspect; tighten, adjust
XU~ |Engine Oil & Filter Change Change oil and filter, inspect used oilfor contaminants
¢ |Evaporative Emission Control e
System
. Inspect;adjus; orrect;replace if necessary. Check and re-torque
all sealed exhaust joints
D |FuelSystem Inspect: clean
Key Fob Battery Replace at specified interval or every 2 years
D |0l Lines/ Oil System Inspection | Inspect; clean, adjust if necessary
Battery Check terminals; clean
D |Brake Fluid Change every two years (DOT 4)
XU/ D |Brake Pads Inspect pad wear: replace if worn beyond service limit
D |Clutch Lever Lubricate with properlubricant as directed
D |Clutch Cable Freeplay Inspect; adjust if necessary
D | Clutch Pinion Shaft Clevis Inspect: ubricate with proper lubricants as directed
D |Clutch Cable Ends Inspect: lubricate with proper lubricant as directed
D |Fasteners Inspect; tighten if necessary
D [FrontBrake Lever Adjust f necessary, lubricate with proper lubricant as directed
D |Front Fork il Inspect: replace at specified interval or every 2 years
D |Front Forks and Front Axle Inspect; adjust if necessary
D [Gearshift Pedal Inspect; adjust if necessary
D [Head Light Inspect; adjust if necessary
D [RearBrake Pedal Inspect; adjust if necessary
D [Rear Shock Absorber Inspect; adjust if necessary
D [Rear Wheel Alignment Inspect; adjust if necessary
Road Test Perform Road Test
D |[sidestand Lubricate with properlubr
D |[Steering Bearings Inspect
D |Suspension Linkage, Rear Inspect
D [SwingArmand Rear Axle Inspect
D [Tires/ Wheels Inspect tread depth, sidewall cracking, wear patterns
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2,500 mi (4,000 km) Service

Item Remarks
XU~ [airFiter Inspect: replace if necessary
D |Crankcase Ventilation System Inspect; tighten, clean, adjust
Coolant Level Inspect: add recommended coolant as directed
oot Visual inspection for cracks or deformation is required whenever
the rear wheel s removed. Replace if damage is found,
D |Drive Belt Inspect; tighten, clean, adjust
¢ |Evaporative Emission Control —_—
System
E |Exhaust System Inspect: adjust: correct; replace if necessary
D |FuelSystem Inspect; clean
D |0l Lines/ Oil System Inspection | Inspect; clean, adjust if necessary
Battery Check terminals; clean
D |Brake Fluid Change every two years (DOT 4)
XU/ D [Brake Pads Inspect pad wear: replace if worn beyond service limit
D |Clutch Cable Freeplay Inspect; adjust if necessary
D |Fasteners Inspect; tighten if necessary
b | Ln‘::‘cetdzd'\us: if necessary, lubricate with proper lubricant as
D |Front Forks and Front Axle Inspect; adjust if necessary
D [Gear Shift Pedal Inspect; adjust if necessary
D [Head Light Inspect; adjust if necessary
D [RearBrake Pedal Inspect; adjust if necessary
D [Rear Shock Absorber Inspect; adjust if necessary
D [Rear Wheel Alignment Inspect; adjust if necessary
Road Test Perform Road Test
. |Eociand :‘f::‘:'dsdjus' if necessary, lubricate with proper lubricant as
D |[Steering Bearings Inspect
D [Suspension Linkage, Rear Inspect
D |Swing Armand Rear Axle Inspect
D |Tires/ Wheels Inspect tread depth, sidewall cracking, wear patterns
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5,000 mi (8,000 km) Service

Item Remarks
XU~ |[AirFiter Inspect; replace if necessary
D |Crankcase Ventilation System Inspect; tighten, clean, adjust
Coolant Level Inspect: add recommended coolant as directed
- Visual inspection for cracks or deformation is required whenever
the rear wheel s removed. Replace if damage is found,
D |DriveBelt Inspect; tighten, clean, adjust
XU~ |Engine Oil & Filter Change Change oil and filter, inspect used oilfor contaminants
¢ |Evaporative Emission Control i
System
E |Exhaust System Inspect; adjust: correct; replace if necessary
D |FuelSystem Inspect; clean
D |OilLines/ Oil System Inspection | Inspect; clean, adjust if necessary.
Battery Check terminals; clean
D |Brake Fluid Change every two years (DOT 4)
XU/ D [Brake Pads Inspect pad wear: replace if worn beyond service limit
D [Clutch Lever Inspect: lubricate with proper lubricants as directed
D [cluteh Cable Freeplay Inspect; adjust if necessary
D [Clutch Pinion Shaft Clevis Inspect: ubricate with proper lubricants as directed
D [cluteh Cable Ends Inspect; lubricate with proper lubricant as directed
D [Fasteners Inspect: tighten if necessary
D [Front Brake Lever Adjust f necessary, lubricate with proper lubricant as directed
D [FrontForkoi Inspect: replace at specified interval or every 2 years
D |Front Forks and Front Axle Inspect; adjust if necessary
o — \dn;p:‘:—:djus— if necessary; lubricate with proper lubricant as
o —— \dn;p:‘:—:djus— if necessary; lubricate with proper lubricant as
D |Rear Shock Absorber Inspect; adjust if necessary
D |Rear Wheel Alignment Inspect; adjust if necessary
Road Test Perform Road Test
0 |sidestand \dw;p:‘:—:ajus— if necessary, lubricate with proper lubricant as
D |Steering Bearings Inspect
D |Suspension Linkage, Rear Inspect
D |Swing Arm and Rear Axle Inspect
D |Tires/ Wheels Inspect tread depth, sidewall cracking, wear patterns





